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the Commission within 48 hours of a re-
quest and any records not kept in the
United States will be provided to the
Commission within 7 calendar days
(§1212.17(a)), and

(F) The information required by
§1212.17(b) to be provided to the Com-
mission’s Office of Compliance has
been provided.

(b) Certificate of compliance. A certifi-
cate of compliance must accompany
each shipping unit of the product (for
example, a case), or otherwise be fur-
nished to any distributor or retailer to
whom the product is sold or delivered
by the manufacturer, private labeler,
or importer. The certificate shall state:

(1) That the product ‘‘complies with
the Consumer Product Safety Standard
for Multi-purpose lighters (16 CFR part
1212)’,

(2) The name and address of the man-
ufacturer or importer issuing the cer-
tificate or of the private labeler, and

(3) The date(s) of manufacture and, if
different from the address in paragraph
(b)(2) of this section, the address of the
place of manufacture.

(c) Labeling. The manufacturer or im-
porter must label each multi-purpose
lighter with the following information,
which may be in code.

(1) An identification of the period of
time, not to exceed 31 days, during
which the multi-purpose lighter was
manufactured.

(2) An identification of the manufac-
turer of the multi-purpose lighter, un-
less the multi-purpose lighter bears a
private label. If the multi-purpose
lighter bears a private label, it shall
bear a code mark or other label that
will permit the seller of the multi-pur-
pose lighter to identify the manufac-
turer to the purchaser upon request.

§1212.13 Certification tests.

(a) General. As explained in §1212.11 of
this subpart, certificates of compliance
required by section 14(a) of the CPSA,
15 U.S.C. 2063(a), must be based on a
reasonable testing program.

(b) Reasonable testing programs—(1)
Requirements. (i) A reasonable testing
program for multi-purpose lighters is
one that demonstrates with a high de-
gree of assurance that all multi-pur-
pose lighters manufactured for sale or
distributed in commerce will meet the

16 CFR Ch. Il (1-1-12 Edition)

requirements of the standard, includ-
ing the requirements of §1212.3. Manu-
facturers and importers shall deter-
mine the types and frequency of test-
ing for their own reasonable testing
programs. A reasonable testing pro-
gram should be sufficiently stringent
that it will detect any variations in
production or performance during the
production interval that would cause
any multi-purpose lighters to fail to
meet the requirements of the standard.

(ii) All reasonable testing programs
shall include:

(A) Qualification tests, which must
be performed on surrogates of each
model of multi-purpose lighter pro-
duced, or to be produced, to dem-
onstrate that the product is capable of
passing the tests prescribed by the
standard (see §1212.14) and

(B) Production tests, which must be
performed during appropriate produc-
tion intervals as long as the product is
being manufactured (see §1212.16).

(iii) Corrective action and/or addi-
tional testing must be performed when-
ever certification tests of samples of
the product give results that do not
provide a high degree of assurance that
all multi-purpose lighters manufac-
tured during the applicable production
interval will pass the tests of the
standard.

(2) Testing by third parties. At the op-
tion of the manufacturer or importer,
some or all of the testing of each
multi-purpose lighter or multi-purpose
lighter surrogate may be performed by
a commercial testing laboratory or
other third party. However, the manu-
facturer or importer must ensure that
all certification testing has been prop-
erly performed with passing results and
that all records of such tests are main-
tained in accordance with §1212.17 of
this subpart.

§1212.14 Qualification testing.

(a) Testing. Before any manufacturer
or importer of multi-purpose lighters
distributes multi-purpose lighters in
commerce in the United States, surro-
gate multi-purpose lighters of each
model shall be tested in accordance
with §1212.4 to ensure that all such
multi-purpose lighters comply with the
standard. However, if a manufacturer
has tested one model of multi-purpose
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